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Orderingcodes 8000, 8000-SAN and CER-8000 Series

PROCESS CONNECTIONS:
- Weld-on nipple diam. 33 mm (ush diaphragm / pulp & paper)
- G1" (1" BSP) threaded connection (ush diaphragm)
- *PASVE® 1" connection (Satron / Valmet)
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- Other connections: i.e. PMC (X2), Valcom, Vega etc (specify X code)
OPTIONS:
- Digital local indicator 5 digit adjustable (Exi, 3½ digit, not adjustable)
- Vacuum Ranges (Specify Relative or absolute) Compound ranges available (example -1 / + 1bar)
- Intrinsically safe: ATEX     II1G Ex ia IIC T4 Ga and IECEx
- Special versions: Example: Diaphragm Hastelloy C (Code G7). Detailed accessories list available

8000 (info on page 2)
Ranges (bar)
0 - 0,1 ...0,4
0 - 0,4 ...0,7
0 - 0,7 ...1,5
0 - 1 ...4
0 - 2,5 ...10
0 - 7,5 ...16
0 - 16 ...50
0 -  40 ...80

Max. overpressure (bar)
    6,4
    6,4
    10,5
    16
    30
    60
    120
    200

Adjustable span range (bar)
0 -   0,1 to 0 -   0,4
0 -   0,4 to 0 -   0,7
0 -   0,7 to 0 -  1,5
0 -   1 to  0 -  4
0 -   2,5 to 0 -  10
0 -   7,5 to 0 -  16
0 -   16 to    0 -  50
0 -   40 to 0 -  80
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Order code basic transmitter 
Order code with cable

SERIES 8000
SERIES 8000-Cable (....m)

PROCESS CONNECTIONS:
- Milk coupling DIN 11851, DN 25 (only ranges E till I), DN 40, DN 50 all ranges (specify size)
- Hygienic weld-on nipple diam 85 mm (other diameters on request)
- Tri-clamp 1”, 1 ½” or 2” (specify size)
- Flange: DN 40, 50 or 80 (DIN) or 1”, 2”, 3” (ANSI) (specify size)
- Other connections: G1½”(X3), Varivent (X4), IDF(X5), DRD(X7), SMS(X9) etc (specify X code)
OPTIONS:
- Digital local indicator 5 digit adjustable (Exi, 3½ digit, not adjustable)
- Vacuum Ranges (Specify relative of absolute). Compound ranges available (example -1 / +1 bar)
- Intrinsically safe: ATEX     II1G Ex ia IIC T4 Ga and IECEx 
- High Temperature version with cooling ns. Always specify Process Temperature
- Special versions: Example: Diaphragm Hastelloy C (Code G7), Gold plated diaphragm (Code G16). Detailed accessories list available

8000-SAN (info on page 3)
Max. overpressure (bar)

    6,4
    6,4
    10,5
    16
    30
    60
    120
    200

Adjustable span range (bar)
0 -   0,1 to 0 -   0,4
0 -   0,4 to 0 -   0,7
0 -   0,7 to 0  -  1,5
0 -   1 to  0  -  4
0 -   2,5 to 0 -   10
0 -   7,5 to 0 -   16
0 -   16 to    0 -   50
0 -   40 to 0 -   80
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Ranges (bar)
0 - 0,1 ...0,4
0 - 0,4 ...0,7
0 - 0,7 ...1,5
0 - 1 ...4
0 - 2,5 ...10
0 - 7,5 ...16
0 - 16 ...50
0 -  40 ...80

Order code basic transmitter 
Order code with cable

SERIES 8000-SAN
SERIES 8000-SAN Cable (....m)
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PROCESS CONNECTIONS:
- G ½” (½” BSP) manometer (gauge) connection DIN 16288
- G ½” (male) and G ¼” (female)
- ½” NPT (male) and ¼” NPT (female)
OPTIONS:
- Digital local indicator 5 digit adjustable (Exi ,3½ digit, not adjustable)
- Vacuum Ranges (Specify relative of absolute). Compound ranges available (example -1 / +1 bar)
- Intrinsically safe: ATEX     II1G Ex ia IIC T4 Ga and IECEx 
- Special versions: Detailed accessories list available

CER-8000 (info on page 4)
Max. overpressure (bar)

    6
    12
    20
    50

120
    350      

600
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Ranges (bar)
0 -   0,2 ...0,8
0 -   0,8 ...1,6
0 -  1,6 ...4
0 -  2,5 ...10
0 -     10 ...40
0 -     40 ...150
0 -    100 ...350

Adjustable span range (bar)
0 -   0,2 to 0 -   0,8
0 -   0,8 to 0 -   1,6
0 -   1,6 to 0 -   4
0 -   2,5 to  0 -   10
0 -   10 to 0 -   40
0 -   40 to 0 -   150
0 -   100 to    0 -   350
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Order code basic transmitter SERIES CER-8000
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